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THIS MESSAGE IS IN THREE PARTS.

CONTINUING ANALYSIS OF PHOTOGRAPHY HAS REVEALED A NEWLY
IDENTIFIED SUSPECT PROBABLE LONG RANGE SAM (PLRS) LAUNCH COMPLEX,
A NEWLY IDENTIFIED SA-2 SAM SUPPORT FACILITY, AND THE IDENTIFICATION

OF A POSSIBLE SAM OVERHAUL FACILITY.
PART T

— REVEALS AN AREA OF GROUND SCARRING 25X

IN A GENERALLY XITE CONFIGURED PATTERN THAT MAY BE PRELIMINARY

CONSTRUCTION FOR A PLRS LAUNCH COMPLEX

AT 44-21N P42-54E APPROXIMATELY 2@ NM NNW OF PYATIGORSK, USSR,

ORIENTATION OF THE SUSPECT COMPLEX IS APPROXIMATELY 3085 DEGREES.
THIS GROUND SCARRING WAS NOT PRESENT| |

TOR SEGRE]
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SN SA-2 SAM SUPPORT FACILITY 7.6 NM WEST OF KOZHANGVICHI,

SR AT 50-13-15N/027-38-28E IS NEWLY IDENTIFIED[ |
3?;;:;;:;;;;3 1S SECURED AND GQNSISTS OF | LARGE DRIVE-THROUGH

BUILDING, 1 SMALL PROBABLE DRIVE®THROUGH BUILDING, AND } OTHER
TAILED ANALYSIS,

PART I11
ANALYSIS OF LARGE SCALE PHOTOGRAPHIC COVERAGE OF A FUNCTIONALLY

UNIDENTIFIED INSTALLATION AT 55-12N 836-37E, APPROXIMATELY 5 NM
EAST OF BOROVSK, USSR, HAS RESULTED IN ITS IDENTIFICATION AS A

POSSIBLE SAM OVERHAUL FACILITY,
THE FUNCTIONAL DESIGNATION IS BASED ON THE APPEARANCE OF THE

PRINCIPAL PHYSICAL COMPONENTS OF THE FAC HICH INCLUDE A
LARGE DRIVE~THROUGH BUI 40 BY 118 FEET HIGH, 3 DRIVE.
THROUGH BUILDINGS, EACH 118 FEET, AND I DRIVE_THROUGH

BUILDING 258 BY 158 FEET. ALL OF THE AFOREMENTIONED BUILDINGS
ARE SERVED BY HARD-SURFACED ROADS WITH WIDE-RADIUS TURNS.
FOUNDATIONS ARE PRESENT FOR 2 ADDITIONAL BUILDINGS, EACH
APPROXIMATELY 168 BY 90 FEET.

THE WESTERN PORTION OF THE FACILITY, WHICH IS ISOLATED FROM
THE REST OF THE FACILITY, CONTAINS AT LEAST 3 AREAS WHICH MIGHT
BE UTILIZED FOR TEST FIRING OF SMALL ROCKET MOTORS.

ALSO PRESENT WITHIN THE FACILITY ARE APPROXIMATELY 30 OTHER
BUILDINGS AND STRUCTURES, 2 COMPLETED MULTISTORY APARTMENT-TYPE
BUILDINGS, AND 3 OTHERS IN EARLY TO LATE STAGES OF CONSTRUCTION,
AND APPROXIMATELY 28 BUNGALOW-TYPE DWELLINGS,.

THE FACILITY IS CONNECTED TO THE ROAD SERVING THE E.RING SaAM

rSLzzs_Aanunn_mnqva.
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S/C BOTE: ALSO PASSED
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